IRAFFIC SIGNAI | EGEND
CONTROLLER

SERVICE INSTALLATION

| SIGNAL HEAD

SIGNAL HEAD WITH BACKPLATE

SIGNAL HEAD, PEDESTRIAN

SIGNAL *POST

MAST ARM ASSEMBLY AND POLE, STEEL
MAST ARM ASSEMBLY AND POLE, ALUMINUM
COMMON TRENCH

UNIT DUCT

HANDHOLE

HEAVY DUTY HANDHOLE

DOUBLE HANDHOLE )

G.S. CONDUIT IN TRENCH (T) OR PUSHED (P)
PEDESTRIAN PUSHBUTTON DETECTOR
DETECTOR LOOP

CAST IRON JUNCTION BOX

EMERGENCY VEHICLE LIGHT DETECTOR
 CONFIRMATION BEACON

SIGNAL HEAD OPTICALLY PROGRAMMED
CONDUIT SPLICE |

* WOOD POLE

RACEWAY FOR MAGNETIC DETECTOR, TYPE | OR TYPE II-
VEHICLE DETECTOR, NON COMPENSATED MAGNETIC TYPE

RAILROAD CONTROL CABINET

CGMBINAHON MAST ARM ASS:ME!.Y AND: POL-.-

STEEL WITH 3UMINAIRE

TELEPHONE CONNECTION
ILLUMINATED SIGN

'O LEFT TURN”

ILLUMINATED SIGN
“NO RIGHT TURN"
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= - ABANDON EXISTING CONDUIT ANB.CABLE g
- REMOVE EXISTING SERVICE INSTALLATION
RESTORATION OF WORK AREA. RESTORATION OF
NOTES:

THE TRAFFIC SIGNAL WORK AREA SHALL BE INCIDENTAL
TO THE RELATED PAY ITEM SUCH AS FOUNDATION, CONDUIT,
HANDHOLE, "TRENCH AND BACKFILL, ETC., AND NO EXTRA
COMPENSATION SHALL BE ALLOWED. ALL ROADWAY SURFACES
SUCH AS SHOULDERS, MEDIAN, SIDEWALKS, PAVEMENT, ETC.

' SHALL BE REPLACED IN KIND. ALL DAMAGE TO MOWED LAWNS

SHALL BE REPLACED WITH AN APPROVED SOD, AND ‘ALL DAMAGE
TO UNMOWED FIELDS SHALL BE SEEDED IN ACCORDANCE WITH-
STANDARD SPECIFICATIONS 252 AND 250 RESPECTIVELY.

. REMOVE ALL EXISTING CAELES AND REPLACE WITH NEW CABLES.
. REMOVE ALL EXISTING SIGNAL HEADS, PEDESTRIAN SiGNAL HEACS,

BACKPLATES AND PEDESTRIAN PUSHBUTTONS.
INSTALL NEW EQUIPMENT TO REPLACE EXISTING.

THE EXISTING SIGNALS SHALL BE KEPT IN OPERATION DURING

" ALL SCHOOL CROSSING HOURS. IF THIS CANNOT BE DONE

THE LOCAL POLICE DEPARTMENT SHALL BE USED TO CONTROL
PEDESTRIAN CROSSINGS AND THE EXPENSE SHALL BE BORNE

8Y THE CONTRACTOR.

ILLINOIS DEPARTMENT OF TRANSPORTATION
31ST STREET

REVISIONS

PEDESTRIAN CROSSING
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DATE

BETWEEN RAYMOND AVENUE

& HARRIS AVENUE

TRAFFIC SIGNAL MODERNIZATION
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